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Draft Inducer
direct replacement for carrier

motor and bracket assembly

other specifications

66752

Advantages for the wholesaler & Contractor

Stack Size (In.) 1 1/2

Rotation CWSE

RPM 3200

Bearings Ball

Enclosure Open

Mounting Bracket

Frame C-Frame
Overload Protection Automatic

Phase Single

Hertz 60

Insulation Class B

®

Packard supplies to wholesale distribution only.
All products supplied by Packard must be installed by a licensed contractor.

PACKARDONLINE.COM   |

Customer Service
800.334.1769  |  customerservice@packardonline.com

Corporate Headquarters and Distribution Center
2700 Barrett Lakes Blvd. NW, Suite 100, Kennesaw, GA 30144

Distribution Centers
2570 N. Shadeland Ave., Suite 103, Indianapolis, IN 46219
6151 W. Erie St., Chandler, AZ 85226

NOW
IN STOCK!

- Exact drop-in replacement for Carrier
- Shaded pole motor - no capacitor needed
- Quick connects for easy installation
- Completely assembled in box 
     • No need for aligning or positioning of blower wheel
- Mounting screws and gaskets included

Item ID Motor Type Amps Volts Speeds Direct Replacement For
66752 Shaded Pole 1.80 115 1 Carrier: 310371-752


